We report the first thermal study of a triple band plasmonic nanoantenna strongly coupled to a molecular mode at mid IR wavelength (MW IR). The hybrid plasmonic structure supports three spatially and spectrally variant resonances of which two are magnetic and one is dipolar in nature. A hybridized mode is excited by coupling the structure's plasmonic mode with the vibrational mode of PMMA at 5.79 μm. Qualitative agreement between the spectral changes in simulation and experiment clearly indicates that resistive heating is the dominant mechanisms behind the intensity changes of the dipolar and magnetic peaks. The study also unveils the thermal insensitivity of the coupled mode intensity as the temperature is increased. We propose a mechanism to reduce the relative intensity change of the coupled mode at elevated temperature by mode detuning and surface current engineering and demonstrate less than 9% intensity variation. Later, we perform a temperature cycling test and investigate into the degradation of the Au-PMMA composite device. The failure condition is identified to be primarily associated with the surface chemistry of the material interface rather than the deformation of the nanopatterns. The study reveals the robustness of the strongly coupled hybridized mode even under multiple cycling.
Thermo-plasmonics is the study of the heating of metallic structures at nanoscale when electromagnetic wave is captured by the plasmonic resonances 1, 2 . Temperature control at nanoscale is one of the most critical engineering challenges of nanotechnologies. Plasmonic nanoparticles can be of significant engineering merit in this direction for unraveling the complex processes of nanothermodynamics [3] [4] [5] . In the last few decades, the field of plasmonics received extensive attention of the researchers because of plasmon's unprecedented ability to couple free space electromagnetic excitation into nanoscale volume and manipulate light-matter interaction. With the recent advancement of nanotechnology, plasmonics has become the emerging research topic in energy harvesting, telecom and sensing industries [6] [7] [8] [9] [10] [11] . The plasmonic approach for probing thermal effect typically involves the observation of optical index variation in the surrounding as a function of temperature based on the far field optical measurement. The non-radiative decay of the plasmonic excitation is associated with the ultra-fast electron-phonon and phonon-phonon coupling in the lattice. The electron gas in a metal nanostructure, upon interaction with the resonant photons, results in a non-equilibrium heating of the structure and produces a localized temperature gradient which can be sufficient for photothermal therapy and gene release 12, 13 . An accurate electromagnetic modeling of the abovementioned heating process often requires a nonlinear model accounting for the temperature dependence of the metal permittivity and its impact on the stabilization of optical response 14 .
In this work, we adopt a rather deterministic approach requiring an external heat source in order to study the role of temperature increase on the optical response of plasmonic device. The proposed device is a triple band resonant Au nanoantenna coupled to the molecular mode of a thin PMMA overlayer. Multi-band structures are potentially feasible for integration of real time plasmonic detection with microfluidics due to their enhanced integral response 15 . On the other hand, the coupled hybridized mode of the Au-PMMA structure merges the broadband plasmonic mode ("bright mode") with the narrowband absorption line of PMMA ("quasi dark mode") and can render maximal optical transparency with asymmetric profile 16 . Besides, the complex shaped bow-tie configuration of the nanostructure possess strong lighting rod effect and can be useful for photothermal/thermoptic activation of the Au-PMMA composite photonic device 17, 18 . One technological challenge for the thermal applications of the composite device is the poor adhesion of the commonly used PMMA resist with Au surface. To promote the adhesion, the PMMA surface is typically thiolated before the gold deposition 19 However, there has not been any study on the thermal degradation of viscoelastic PMMA thin film directly spin cast on the gold patterns for photonic applications demanding large resonance contrast with asymmetric profile. Thermal degradation can be a major concern especially for the reliability of thermo-responsive plasmonic devices over time mostly due to the mismatch of thermal expansion coefficient (TEC), inter-diffusion (1.1 e− 18 m 2 /s) and weak inter-layer adhesion 20 In particular, dipolar strength of the molecular vibrational mode can decline at elevated temperature causing homogeneous broadening of the absorption line 21 . This work studies the reliability of the Au-PMMA composite device over multiple thermal cycles within a moderate temperature range (25-125 deg.) and links the failure condition with the Au-PMMA and SiO 2 -PMMA surface chemistry rather than any structural deformation of the nanopatterns. More importantly, here we explore the robustness of the strongly coupled hybridized mode against thermal cycling and propose a mechanism to reduce the relative intensity change and enhance the light-matter interaction at elevated temperature.
Design details, fabrication and characterization
Design. Figure 1(a) shows the 3D schematic of the nanoantenna structure overlaid in the thin PMMA film.
The thickness of the film (t PMMA ) and the periodicity of the array (P) are fixed at 110 nm and 2.77 μm, respectively. Figure 1(b) shows the 2D layout of the structure. The gap size (g) and the vertex angle (α ) are fixed at 100 nm and 60 deg., respectively. The polarization independent configuration is obtained by placing four sets of modified bow-tie triangles in close proximity of nanoscale to each other. The modification includes etching plasmonic voids following the algorithm of a 2 nd order Sierpiński gasket 22 in order to pursue three specific objectives: (i) to lessen the intrinsic damping effect on the quality factor by reducing metal surface area (ii) to excite both dipolar and magnetic resonance on the same platform and (iii) to reduce the impact of thermal expansion coefficient (TEC) mismatch between the pattern and the substrate and to increase the spatial field coupling between the pattern and the overlayer (superstrate). Please note that by integrating the voids into a bow-tie arm triangle, the host triangle can be assumed to be consist of 9 quasi self-symmetric radiators as numbered from I to IX. Previously, the bow-tie shaped nano-structure has been extensively engineered to achieve multi-spectral characteristics and ultra-high field enhancement 23, 24 . The current version of this work is deliberately structured to obtain multiple resonances across the broad spectrum of mid IR wavelengths of which two are magnetic and one is dipolar in nature. We provide the parameter: offset (f) not only to avoid the geometric singularities in simulation and fabrication but also to exploit the strong impact of lightning rod derived surface currents on resonance properties 25 . We further provide the split gap (s) in order to achieve a dramatic enhancement of resonance contrast and optical magnetism in mid IR. The values of f and s are fixed at 70 nm and 100 nm, respectively unless otherwise stated.
Fabrication. The structures are written by a high resolution 100 KV ELS-7000 Electron Beam Lithography equipment using raster scanning. The e-beam current is maintained at 200 pA. No proximity correction or ITO charge compensation layer has been considered for the current batch of chips. Thus, the issue of back scattering induced corner roundedness may be crucial in some cases. The development time is controlled at 70 s in 1:3 MIBK:IPA solution. Finally, 5 nm of Cr layer followed by 35 nm of gold layer has been deposited at a rate of 1 angstrom/sec by the Denton Explorer e-beam evaporator while maintaining the vacuum level at 5e-7 torr. The metal lift off has been performed by soaking the samples in acetone solution overnight followed by a 5 minute long ultrasonic agitation. Figure 1(c) shows the FESEM picture of the nanoantenna array along with the zoomed in image of the unit cell. The sample is spin coated by a 110 nm thin PMMA film in order to excite the hybridized mode. Figure 1(d) provides the height AFM of the spin coated sample. To assess the conformity of the coating, the phase AFM is also provided in Fig. 1(e) . A phase angle deviation of 16.3 deg. is observed implying the high degree of conformity of the coating over the nanopatterned structure. The phase distribution will be also useful to study the thermally induced change of topography later on. The AFM images have been captured by the Bruker AFM with a Si tip of 5 nm radius and the post processing is done by NanoScope Analysis.
Characterization.
A three dimensional FDTD solver has been deployed on a 16 core, 2.60 GHz Intel Xeon ES-2670 (128 GB memory) processor to simulate the reflection and transmission spectrum at near field under y-polarized light. The near field transmittance has been captured by a transmission monitor placed 15 μm away from the metal patterns. The simulation region has been terminated by periodic boundary condition along x and y direction and PML along z direction. A spatial resolution of dx = 1 nm, dy = 1 nm and dz = 1 nm is chosen for accurate calculation. Optical properties of gold have been extracted from Palik and the refractive indices of Si and SiO 2 have been fixed at 3.5 and 1.45, respectively. The normalized transmission and reflection spectra have been obtained by a broadband Agilent Fourier Transform Infrared (FTIR) Spectroscopy. The area of the aperture is considered to be 100 μm by 100 μm. The reflectance of the devices is normalized with respect to that of a smooth gold surface and transmittance is normalized with respect to the free space transmission of light. The size of the aperture was adjusted carefully to match with the size of the each square pattern, therefore eliminating the background reflection. The sampling resolution is maintained at 4 cm −1 to minimize the presence of water absorption peaks although CO 2 peak at 4.26 μm can appear in the spectrum depending on the ambient concentration. No polarizer has been used in order to perform polarization independent measurement. The mirror repetition rate is fixed at 40 KHz and the number of scans is maintained to be 64.
The sample is placed on a heating stage, which is capable of heating up to 450 °C. The temperature within the stage is controlled by a temperature controller with a variation of less than 5%. The sample chamber is properly insulated from the ambience. The measurement is taken 5 minutes after the stable reading of a particular temperature is reached. In the current setup, only reflection signal can be captured while the heating stage is incorporated ( Figure S1 , supplementary information).
Results and Analysis
Optical Modeling and Design Verification. Figure 2(a-d) show the normalized reflection and transmission profile at four different regimes R1, R2, R3 and R4. The spectral positions of the R1, R2, R3 and R4 regimes in experiment are 4 μm, 5.25 μm, 5.73 μm and 7.5 μm, respectively. Generally speaking, the presence of the PMMA superstrate can strongly influence the dipolar moment of the structure due to the local refractive index dependence as speculated by the equation
, where P is the dipolar moment, λ ò( ) is the wavelength dependent metal permitvitty, ò med is the permitivitty of the surrounding and d is the depolarization factor 26 . According to the effective medium theory (EMT), PMMA superstrate with refractive index 1.4~1.6 will increase the averaged surrounding index beyond 1 27 . Consequently, we observe a strong red-shift of all the resonance peaks when the sample is conformally coated by the PMMA thin film. The optical index of PMMA at mid IR is modeled using the following Lorentzian equation 28 ,
where ò o and ò lorentz is set at 1.00 and 0.04, respectively andω o corresponds to the vibrational mode (carbonyl (C= O) stretch) wavelength which is 5.79 μm. The line width of the mode (δ o ) is set at 8e11 rad/s. The spectra in Fig. 2 elucidate a strong agreement between the simulation and experiment except for the mismatch in the spectral position. It can be understood that the reflection peaks as well as the transmission dips at R1, R2 and R4 regimes are blue shifted in the experiment compared to the simulation results for the similar dimensions. The primary reason behind such shift is the corner roundedness that mainly occurs due to the backscattering of e-beam. A careful inspection into the nanometric details reveals the strong presence of corner roundedness of different radii ( Figure S2 , supplementary information). Such imperfection can cause the spreading of Columbic charges and yield strong blue-shift of resonance in the far field by increasing the restoring force 29, 30 . Aside from the roundedness effect as previously mentioned, such blue-shift is also a byproduct of the plasmon damping in the far field when the near field coupling is potentially strong [31] [32] [33] and can be verified by simulating the structures replacing the real metal by perfect electric conductor (PEC). Due to the routinely observed shift in the experimentation, it also becomes a challenging task to match the simulated line shape of the hybridized mode with the experimental line shape at the R3 region. To circumvent this, we sweep the vibrational wavelength in the actual Lorentzian model of PMMA and mimic the scenario of the experiment. The results show how the reflection "dip" with the asymmetric line shape begins to appear as the vibrational wavelength reaches 6.35 μm ( Figure S3 , supplementary information). The variation of the resonance intensity between experiment and simulation is also observed which is due to the background reflection from the oxide coated substrate and dispersion across the large spectrum ( Figure S4 , supplementary information). However, it is reasonable to argue that such unwanted shift and intensity variation will not affect the fundamentals of the thermal study carried on the device and hence we focus on any relative change of intensity and spectral position as the temperature is increased.
Thermal effect on the PMMA thin film and the Overlaid Device. Figure 3(a) shows the experimentally observed reflection spectrum of the device at four different temperatures: 25 deg., 40 deg., 90 deg. and 110 deg in the first cycle. The upper limit of the temperature is restricted by the glass transition temperature (T g ) of PMMA organic substance although for thin film, it can increase on SiO 2 surface and decrease on Au surface 34 . The uneven distribution of temperature values is chosen in order to clearly illustrate the temperature dependence of the spectral features of the device. We calculate an intensity decrease of ~3-5% of the reflection peaks at the R1, R2 and R4 regions as the temperature is increased from 25 deg. to 110 deg. Interestingly, no significant change of spectral positions (R1, R2, R4) of the features is observed. On the contrary, almost no change of intensity (0.5%) of the reflection dip of the coupled mode (R3) is observed for the similar variation of temperature. Please note that the reflection dip corresponds to the transmission peak of the EIT(electromagnetically induced transparency)-like transmission window determined by the two new Eigen states originated from the coupling of the "bright mode" and "quasi dark mode" ( Figure S5 , supplementary information) 35 . The slight discrepancy between the reflection dip and the transparency peak can be attributed to the mismatch of the incidence angle in the reflection . After the necessary base line correction, line width broadening is indeed observed for the thin film in Fig. 3(b) . In particular, at least 2% variation of intensity is observed at the overshoot region on the blue side of the dip. The overshoot develops mainly due to the complex interplay of the real part and the imaginary part of the PMMA refractive index around the transition zone. Please note that the thermo-optic coefficient (dn/dT) of PMMA is − 1.05 e10 −4 K −1 implying a refractive index decrease of 0.0105 due to a 100 deg. temperature increase 37 . Such small amount of change will induce a reflectivity change of 0.1338% according to the Fresnel equation. In fact, no change of the spectral features (R1, R2, R4) of the device is observed for the similar order of refractive index change ( Figure S6, supplementary information) . Thus the intensity variation at the overshoot regime is a strong indication of the line width broadening as predicted by the power law. Nonetheless, the degree of asymmetry of the reflection dip obtained from the device is more significant and the resonance contrast is at least 3 times larger as compared to the thin film. It is important to note here that thermal oxidation and depolymerization of PMMA occurs at much higher temperature beyond the range considered in this work 38 . Interestingly, the temperature dependent spectral change of the device observed in the first cycle is repeated in the second cycle as shown in Fig. 3(b) without exhibiting any major deviation except the minor change in the amount of variation at the R1, R2 and R4 regions. The reflectance is still found to decrease at those regions as the temperature is increased. Such reversible nature of the temperature dependence is a strong indication of the dominant influence of the material properties. In fact, the dipolar intensity of the C= O bond can be a strong function of temperature. Although certain conformational change and thermal stress that may build up in the bare PMMA thin film after the first cycle, can affect the reversible change, the intensity variation in the overshoot region on the blue side implies the line width broadening to some extent even in the second cycle 39 . The comparable average intensity distribution in the second cycle also nullifies the dominant influence of water content, if any, in the film. Next, another sample of nanoantenna is experimented without the PMMA overlayer in order to confirm the role of dielectric change of metal on the intensity variation at R1, R2 and R4 regions. It is clear from the results rendered in Fig. 4 that the reversible intensity variation of the composite device is mainly attributable to the change of metal permitivitty as the temperature is increased. Detailed modeling results will be provided later in the text to justify such reversible dependence on temperature. Although the reversible nature of the intensity variation strongly indicates the dominant influence of the optical properties over the nanometric structural change at a moderately heated condition, mismatch of mechanical properties among different layers can be potentially vulnerable for the reliability of the device over multiple cycles or in rather harsh conditions. Hence, we also highlight such mismatch and study the spatial distribution of the thermal stress using 3D FEM in the supplementary information ( Figure S7 ) 40 
.
Modeling of thermal effect. As discussed before, the reversible nature of the heating effect is a strong indicator of the metal permitivitty change over multiple cycles. In fact, the decline of the resonance intensity at the R1, R2 and R4 regions is interlinked with the resistive heating caused by the electron-phonon and phonon-phonon coupling. Heuristically, the resistivity change (∆R) can be written as
, where α is the temperature coefficient of resistance. For gold, α is equal to 34 × 10 e-4 °C −1 . Besides, gold is robust against high temperature oxidation with better plasmonic characteristics and particularly suitable for biocompatible applications 41, 42 . To account for the material change in the optical simulation, we deploy the Drude model of metal permitivitty in a slightly modified form as below 43 ,
Here, ω p is the plasma frequency, Γ is the Drude damping parameter and α is the factor to quantify the increase in Γ . The nominal values of ω p and Γ are set at 9 ev and 0.07 ev, respectively in the unit of energy. The damping can be splitted into the bulk and surface contributions as below, Here, the bulk contribution arises from the electron-electron and electron-phonon interaction and can be expressed as below,
Both of these mechanisms are strong functions of temperature and can be accounted with the help of the factor α defined previously 44 . On the other hand, the surface contribution arises due to the limited size of the nanostructure and is a function of the Fermi velocity and reduced mean free path of electrons. In this work, we only increase α to mimic the decrease of DC conductivity at inreased temperature and do not treat the bulk and surface contribution seperately. The model also ignores the temperature dependance of the plasma frequency due to the moderate range of heating experimentation in this work 45 . Figure 5 (a) shows the relation of α witht the real and imaginary component of metal permitivitty. As α is increased, Re(ε ) is decreased meaning a net reduction of metal conductivity and Im(ε ) increases meaning a net increase of metal absorption. According to the power law of vibrational mode, we increase the linewidth (δ o ) in Fig. 5(b) to mimic the temperature induced broadening. As δ o is increased, the transition slope of Re (n) decreases whereas the profile of Im (n) flattens meaning a net reduction of vibrational absorption. Figure 5(c) shows the reduction of the strength of the reflection peaks at R1, R2 and R4 regions as α is increased which is in agreement with the experimental results in Fig. 3 as the temperature is incrased. This is in agreement with the reduction of extinction efficiency as a function of increasing temperature observed in 43 . The overall resonance cotrast at the hybridized dip at R3 is also decreased primarily owing to the base line shift of the metal reflectivity on the blue side and the red side of the dip ( Figure S8, supplemenary information) . A close inspection will reveal further that the quality factor of the dip is also affected by the increase of α in agreement with the experimental results. However, it is still not clear how the temperature induced broadening of vibrational mode can affect the line shape of the hybridized mode. Hence, a more detailed interrogation is conducted in Fig. 6(d) . It is obvious from the results that decrease of vibrational absorption with the increase of PMMA line width decreases the resonance contrast and quality factor of the hybridized mode. However, this time, the shift of the dip at R3 region is in the opposite direction implying a different mechanism. On the other hand, it has already been shown that resistive heating of the metal structures with the increase of α can shift the dip in the downward direction. Hence, the coupled system can possess a self-balanced mechanism through which the variation of the dip intensity can be compensated at elevated temperature. This is infact observed in Fig. 5(d) when α is increased after broadening of the vibrational mode occurs. The initial magnitude of the reflection dip at (α = 1, δ o = 8e11 rad/s ) is close to the final magnitude of the reflection dip when both metal structures and PMMA film are assumed to be at the elevated temperaute simultaneously (α = 1.8, ω d = 3e12 rad/s). However, throughout the mechanism, the quality factor of the dip is strongly affected with a net reduction of the average intensity I = (I L + I R )/2. Althouth our current modeling results can slightly overestimate the actual thermal affect due to the lack of precise relationship of α in the nanostructure and δ of the PMMA thin film with temperature, the qualitative agreement will undoubtedly help further to devise a mechanism for reducing the relative intensity change of the coupled mode at high temperature. It is also not technically possible to set apart the contribution of resistive heating and vibrational broadening in the current experimental setup. Since preservation of large resonance contrast is particularly meaningful for smart on-chip microfluidic system where the mid IR loss of the aqueous solution needs to be sufficiently suppressed 46 , here we propose an approach to minimize the relative intensity change of the coupled mode dominant by the resistive heating of metal. Firstly, we suggest that the "bright mode" and the "quasi dark mode" needs to be sufficiently detuned from each other, which can be easily achieved by designing the nanostructures. Here, the nearby resonance at R2 is located around 5.3 μm in experiment after the index perturbation defined as below 47 ,
Here, E, ω ∆ , ∆òare the time averaged electric field, frequency shift from the perturbation theory, and change of dielectric constant, respectively. Secondly, the strength of the nearby resonance peak needs to be increased by surface current engineering of the metal loss while enhancing the spatial overlap with the vibrational mode so that the average resonance contrast at the dip is magnified. To support the former proposition, here we investigate into the two particle transmission model of a coupled system in the next section. while for the later, we consider a group of layouts and demonstrate the impact of the nearby resonance on the average intensity of the coupled dip.
Two particle analysis. Zheludev et al. already reported 4 dB transmission change of the Fano resonance in
the superconductor metamaterial as the temperature increases from 77 K to 200 K 48 . Here, we employ a two particle model of EIT-like transmission with arbitrary constants, where both the "bright mode" and "quasi dark mode" respond with the incoming light. The linear susceptibility (χ ) of the coupled system can be expressed as below 49 , 2  2  2  2  2   4  2  2  2  2   2   4  2  2  2  2 Here, (γ, Γ) and (ω b ) are the loss rate (line width) and resonance angular frequencies of the "quasi dark mode" and "bright mode", respectively. Ω (8e13 rad/s) is the coupling strength and A (1) and B (0.25) are the dimensionless constants dictating the relative coupling of incoming radiation with the "bright mode" and "quasi dark mode", respectively. K is the amplitude offset fixed at 3e26. The transmittance is calculated as 1-Im (χ ) and plotted in Fig. 6 . It is worthwhile to note that the change of transmission profile within the transparency window indicated by the orange rectangle is less pronounced as compared to the changes around the Eigen states indicated on the blue side ("bright mode") and the red side ("quasi dark mode") of the window when the loss rates are varied. Moreover, increasing the loss rate of the "bright mode" primarily reduces the transmission dip on the blue side whereas it occurs on the red side when the loss rate of the "quasi dark mode" is increased. However, the peak intensity in the window is increasingly affected as the "bright mode" wavelength approaches the "dark" mode wavelength located at 5.79 um even though the variation of the loss rates are kept constant. Note that the intensity peak in transmission is significantly correspondent to the intensity dip in reflection, i.e., R3 in our case. This clearly emphasizes on the requirement of detuning the "bright mode" and "dark mode" to some extent for suppressing the intensity change within the transmission window as the loss rates increase with temperature.
Impact of Spatial Coupling on the Relative Intensity Change of the Hybridized Mode. Next, we
focus on the role of the design of nanostructures on achieving large coupled resonance contrast and thereby decreasing the relative intensity change at high temperature. Note that the bow-tie arms of the proposed geometry are consisted of several voids which are the key determinants of its spatially and spectrally variant resonance characteristics. There are three specific objectives behind introducing voids into the solid pattern. Firstly, reducing the metal surface area will decrease the effect of damping, thereby will increase the quality factor of the resonance. Secondly, the voids can efficiently exploit the lighting rod effect of the corners of the triangular geometry and engineer the surface current for further enhancement of the dipolar moment 50, 51 . Such enhancement can magnify the contrast of the nearby resonance as required for the improvement of the hybridized mode. Thirdly, the voids can increase the spatial coupling of the localized fields of the geometry with the PMMA overlayer and thus enhance the vibrational absorption ( Figure S9, supplementary information) . From the mechanical point of view, the voids will also mitigate the effect of large thermal expansion coefficient mismatch between the Au and PMMA layer. Here, the overall coupling coefficient (Ω) can be expressed as below 47 ,
where κ is the magnitude of the mutual coupling coefficient which can be engineered by the voids. Under strongly coupling assumption, it can be shown from equation
, meaning no dependence of the EIT-like transmission on the loss rates 52 . The proposed geometry can be broken down into three different layouts based on the presence of the individual voids (left panel of Fig. 7(a,b and e) ). Besides, we consider two more geometries in Fig. 7(c,d) with equivalent voids to justify the role of surface current engineering on the average contrast of the dip. It can be observed that the peak average contrast (56.5%) is achieved by the geometry in Fig. 7(a) which efficiently engineers the surface current at the dipolar mode and maximizes the spatial coupling with the thin film. The effect of temperature on the blue side and the red side of the dip, however, is nearly the same for different structures. We observe a larger intensity variation (5%) on the blue side of the dip. Thus, the percentage relative intensity change with respect to the initial average contrast reaches a minimum of 8.85%. On the other hand, the percentage change increases to 14.3% in the structures of Fig. 6(c,d) which have rather lower average resonance contrast. Such increase is attributed to two factors: (i) reduced peak reflection on the both sides of the dip and (ii) increased reflection at the dip due to poor spatial coupling. Hence, the experimental results in Fig. 7 clearly signify the role of surface current engineering and spatial coupling on improving the robustness of the coupled resonance against harsh conditions for many challenging applications.
Impact of Multiple Cycling on the Device Reliability. In this section, we interrogate the reliability of the composite device under multiple cycling and conclude that it is not the structural deformation of the nanopattterns but the modified surface chemistry between two chemically mismatched layers that affects the device performance. Thermal degradation can in fact impart deleterious effect on the reliability of polymer devices 53 . Especially, under alternate heating and cooling cycles, fatigue can generate in the polymer film and lead to device failure 54 . Hence, study of thin film degradation is technologically important for the new generation of hybrid plasmonic device. Although, PMMA has an excellent weatherability and scratch resistance, it has a very poor chemical resistance. However, owing to the range of temperature considered in this work, any chemical change of PMMA can be safely ignored in this work. On the contrary, thermal stress can build up due to the large mismatch of thermal expansion coefficient especially between Au and PMMA and PMMA and SiO 2 and culminate in a fatigue over repeated cycles while weakening the adhesion bond. Here, the scenario can be optically probed using a multiband resonant structure which can be responsive to any localized change of adhesion over the repeated cycles. The results in Fig. 8 indeed depict the effect of thermal degradation in cycle 3. A significant change of reflectivity and resonance contrast are observed at the R2 and R4 regions meaning a peeling off of PMMA particularly from the large central cavity. The intensity and contrast of dipolar resonance at R2 and magnetic resonance at R4 strongly depend on the arrangement of the thin film within the cavity. We observe a decrease of intensity by at least 10% at the R2 region. A decrease of contrast by 20% and 10% is observed at the R2 and R4 region, respectively. This implies a global change of reflectivity in the spectral region defined by R2 and R4 eventually causing a net decrease of the resonance contrast of the dip at R3. The average contrast now becomes 45% as opposed to 56.5%. No change is observed in the R1 region meaning a reduced impact of adhesion weakening on the resonance having smaller spatial coverage. Under all circumstances of the third cycle, a regular trend between the absolute reflectivity and temperature is observed at the significant spectral positions (R1, R2, R3, R4), i.e., reflectivity drops as the temperature increases. However, this trend deviates in the fourth cycle when the stress developed becomes more detrimental for the reliability of the device. The results in R1 and R2 regions in Fig. 9 clearly indicate that the trend no longer holds in the range 95-115 deg. as marked by the orange circle. Such digression also has an influence on the intensity variation at R3. However, the trend is still observed at the R4 region which may collapse in the subsequent cycles. The results indicate the usefulness of the hybrid nanostructure with spectrally and spatially variant resonances for a more reliable monitoring of thermal status over repeated cycles. The failure condition can be easily identified by the sign of the differential change of intensity across the broad spectrum in many relevant applications.
To further substantiate the findings on the premise of surface chemistry alternation, we employ the phase contrast AFM imaging to identify the the change of structural topography after cycle 4. It can be seen in Fig. 10 that conventional height AFM can not detect the change of topography due to the alternate heating and cooling in multiple cycles. Apparently, no distortion of the pattern is noticed in the AFM image as well. On the contrary, the phase images in Fig. 10(b,e) indicate a drastic change of topography as the thermal stress becomes significant in the fourth cycle. The probabilistic histograms in Fig. 10(c,f) also elucidate the difference between the initial sample and cycled sample. The profile in Fig. 10(f) implies that the topography change mainly occurs at the inner edge of the cavity where a complex interplay of the thermal stresses at Au-PMMA interface and PMMA-SiO 2 interface can occur. Finally, the second derivatives of the reflectance dip at R3 are plotted in Fig. 11 . Second derivative of the signal is a powerful tool for tracking minute change in the spectrum. Obviously, a change of slope is observed in Fig. 11(b) when the black dashed line visibly moves to a different relative position. This is a direct consequence of the deviation from the temperature-reflectance relation in the fourth cycle as discussed previously.
Conclusion
In summary, we conduct a thermoplasmonic study of a triple band nanoantenna structure strongly coupled to a mid IR molecular mode for the first time. Localized heating of plasmonic nanostructures is of fundamental importance in translational research on thermoresponsive drug release and photothermal cancer therapy. Here, our study shows how such resistive heating of noble metal can be a concern for the aforementioned emerging applications of plasmonic device irrespective of the nature of the resonances. Unlike metamaterial absorber structures, here, we do not observe any resonance shift as the temperature of the device is increased as the coupling between the top metal and bottom metal reflector is absent 55, 56 . However, we explore the relatively higher robustness of the coupled mode intensity against temperature increase in our experiment and perform numerical and analytical investigation into the phenomenon. Afterwards, we propose a mechanism based on mode detuning and surface current modulation for minimizing the relative intensity change of the hybrid mode. Finally, we perform the cycling test and identify the issue of adhesion weakening causing the deviation of global reflectance of the pattern and its temperature-reflectance relationship. Phase contrast AFM imaging further reveals the drastic topological change of the planar geometry due to the cycling effect and indicates the impact of surface chemistry rather than structural deformation on the reliability of the composite device. In particular, the spectrally and spatially variant multiple resonances of the nanostructure are found to be potentially useful for a deterministic thermal monitoring of localized change of surface chemistry between chemically mismatched materials. The average resonance contrast of the coupled dip still preserves itself to be stronger (45%) than the fresh thin film response (40%) under such thermal degradation. Hence, we believe that the proposed mechanism of enhancing coupled resonance contrast will be beneficial for the ultimate colorimetric detection in the presence of strong thermal degradation and resistive heating of plasmonic structures.
